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• LCD color display   ( Touchscreen for 3-Phase PDU )

• Provide a sharp and highly visible reading of Amps, Volts, kW, kWh, temperature & 
humidity

• Support eliminating maintenance downtime by replacing a possible defective meter 
without service interruption 
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1 x IP Dongle supports daisy chain up to 16 PDUs via Cat5 or Cat6 cables.
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IPM-04  FREE BUT  POWERFUL
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Casing

Blue  Red Light Grey
C13-C14 Power Cord (6ft or 10ft)

Blue, Red, Orange & Light Grey

C19-C20 Power Cord (6ft)

Blue & Red

IEC Secure Sleeves

IPP-SS-C13    IPP-SS-C19
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MCB (Circuit Breaker)

Resettable Fuse   
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Surge Protector

- Enhances device protection

- Grounds unwanted voltage above safe 
threshold

EMI Filter   

- Maintains power stability

- Suppresses conducted interference on a signal / 
power line
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• Temp.  & Humid. Sensor ( IG-TH01-2M/4M )

• Temp. Sensor                     ( IG-T01-2M/4M   )

- External sensor with 2M or 4M cord

- Plug & Play

- Low profile design with magnetic base for easy 
affixing to the rack cabinet

- Pair of sensors can be connected to one single 
W series PDU meter
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• Basic PDU with local ammeter

• True RMS ammeter provides accurate local current measurement

• Blue light on the RMS ammeter allows easy local environment

• Variety of input and output sockets allows the flexibility to different power 
requirement

• Zero U (vertical) and rackmount (horizontal) form factor available
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• With dual power input provides reliable and redundant power for single-corded equipment. 

• By the input preference switch, users can define the preferred power source.

• If the primary source is unavailable, the ATS will seamlessly source power from the secondary 
source without power interruption and downtime

• Blue light on the RMS ammeter allows easy local environment
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• Single Phase

• Three Phase


